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Ocean Light LED Control

optional erhältlich / optional available

Ocean Light LED
MesseneuheitLED Aquariumbeleuchtung

LED aquarium lighting

Leistung/
Power

LEDs
blau/blue

LEDs
12.000K

Abmessungen/
Dimensions

 in mm (L x B x H)

für Aquarienlängen
for Aquarium with lenght

in mm

18 Watt 2 4 300 x 120 x 25 300 - 500 mm

36 Watt 4 8 600 x 120 x 25 600 - 800 mm

54 Watt 6 12 900 x 120 x 25 900 - 1200 mm

72 Watt 8 16 1200 x 120 x 25 1200 - 1400 mm

2 x 18 Watt 4 8 300 x 210 x 25 300 - 500 mm

2 x 36 Watt 8 16 600 x 210 x 25 600 - 800 mm

2 x 54 Watt 12 24 900 x 210 x 25 900 - 1200 mm

2 x 72 Watt 16 32 1200 x 210 x 25 1200 - 1400 mm

Ocean Light LED

Ocean Light LED twin

D

ENG
LED aquarium shadow column for sea water aquariums
The Ocean Light LED twin is equipped with high performance LEDs à 3 watt. Through the use of white and blue LEDs 
arises a colour temperature of app. 14,000 K. The integrated lenses, which are produced with high optical precision, 
arrange for a absolute plain illumination level. The shapely body of the Ocean Light LED twin is made of silver-grey 
anodized, sea water resistant aluminium. The heat conductive construction allows an operation without ventilators. Therefo-
re the light is completely noiseless. An appropriate fitting, which is adjustable to the length of the aquarium, could be 
attached to the sides or the aquarium frame and is included in delivery.

LED Aquarienleuchtbalken für Meerwasseraquarien
Die Ocean Light LED twin ist bestückt mit Hochleistungs-LEDs à 3 Watt. Durch den Einsatz von weißen und blauen LEDs 
ergibt sich eine Farbtemperatur von ca. 14.000 K. Die integrierten Linsen, die mit höchster optischer Präzision gefertigt 
sind, sorgen für eine absolut gleichmäßige Ausleuchtung. Das formschöne Gehäuse der Ocean Light LED twin ist aus 
silbergrau-eloxiertem, meerwasserbeständigem Aluminium gefertigt. Die wärmeleitende Konstruktion erlaubt einen Betrieb 
ohne Ventilatoren. Somit ist die Leuchte absolut geräuschlos. Eine entsprechende Halterung, welche je nach Aquarienlänge 
variabel einstellbar ist und zur Befestigung auf den Seitenscheiben oder des Beckenrahmens dient, ist im Lieferumfang enthalten.

Technische Merkmale
- 3 Watt Hochleistungs-LEDs
- Lichtausbeute ca. 120 Lumen/Watt
- Farbtemperatur ca.14.000 K
- Sicherheitsspannung 24 V mit externem Netzteil

optional erhältlich:
    - aquafit 3 Stahlseilaufhängung

Technical data:
- 3 Watt high performance LEDs
- light efficiency app. 120 Lumen/watts
- colour temperature 14,000 K
- safety voltage 24 V with external power supply unit

optional:
    - aquafit 3 steel wire suspension
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